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EXISTIN3 2X4 FLUORESCENT LIGHTING 
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EXISTING 2X4 FLUORESCENT LIGHTING FIXTURE TO 
REBALLAST WITH ELECTRONIC DIMMING BALLAST 
SEE NOTE #1 ON DRAWING E-3 




WHERE INDICATED. 


RELOCATED 2X4 FLUORESCENT LIGHTING FIXTURE 

NEW 2 X 4 FLUORESCENT FIXTURE WITH (3) F40T12 LAMPS TO MATCH 
EXISTING . PROVIDE ELECTRONIC DIMMING BALLAST WHERE INDICATED. 
SEE NOTE #1 ON DRAWING E-3. 


EXIT LIGHT FIXTURE 
NYC 


LIGHT ALARM SERIES 8X3 -NY 
#31188 


BOB 


O 


FLUORESCENT CHANNEL FIXTURE WITH (2) F40T12 STAGGERED LAMPS 
WALL MOUNTED FLUORESCENT CHANNEL FIXTURE 

INCANDESCENT DOHNUGHT WITH (0 100 WATT ALAtAP. OPEN MULT I -GROOVED 
BAFFLE MATTE &LACK F/NlSH, 5*/0 OPENING, WITH WHITE TRIM. LlbHTOLlER # &70S*M& 
NOTE : REFER TO ARCHITECTURAL DRAWINGS FOR FIXTURE SPECIFICATIONS 

PLUGMOLD 3000 WITH RECEPTACLES AS INDICATED. SEE ELEVATION 'A-A' 
ON DRAWING E-5 FOR RECEPTACLE REQUIREMENTS 


1 




PACKAGE 




2#12 TO AC UNIT 


12" AFF. 125V- 15A. HUBBELL CAT. 
No. 5262 OR EQUAL 

RECEPTACLE WALL MOUNTED 12" AFF. 125V-20A. 
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UNIT SPECS 
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ELL CAT. 


RECEPTACLE FOR TRANS LUX BOARD - SEE ARCH DRAWING FOR MOUNTING 

TELEPHONE & SIGNAL OUTLET, WALL MOUNTED. RUN. 1 1/4" EMT DOWN THRU 
WALL AND INTO RAISED FLOOR CAVITY AND BUSH. 

METALLIC TUBING - EMT - UL STANDARD, #6 RUN CONCEALED. 
TO ,„ mwm SIZE TO BE 3/4". CROSS HATCH DENOTES NUMBER OF #12 WIRES. 
NO CROSS HATCH DENOTES 2#12 & 1#t2 GROUND. IN ADDITION TO WIRES 

A OCTAKA I C I s It unuuiNU nmc onni_u ui. iwii 1 1 ntwwi . wr,-. . — . 
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EXISTING CONDHIT & WIRES TO REMAIN - CROSS HATCH INDICATES TO PULL 
EXTRA WIRES TO ACHIEVE TO SUM SHOWN 

FLEXIBLE CONDUIT 

DISCONNECT SWITCH 

JUNCTION BOX 

EXISTING JUNCTION BOX 

SINGLE POLE TOGGLE SWITCH," 277V -20A, WALL MOUNTED 48" AFF. HUBBELL 
CAT. No. 1121. SUB-LETTER DENOTES CONTROL 

$EF MOTOR RATED TOGGLE SWITCH WITH THERMAL OVERLOAD 

MOTOR WITH DISCONNECT MEANS - SEE MECHANICAL DRAWINGS 

FULL RANGE INCANDESCENT DIMMER, 1500 WATTS, LUTRON NOVA #NTV-1500 

CIRCUIT IN TE R UPPTER RECEPTACLE 




EfAER&ENC Y UGUTING FIXTURE WITH (Z) II VOLT HEADS 
LtCUTALARMb MODEL Ne 2PI2&I-NY OH EQUAL 
MOUNTED 6" B&iLOW CEILING LINE 


asm 



1. FOR SMOKE DETECTION SPECIFICATIONS SEE DRAWING E-4. 

2 ALL ELECTRICAL CONDUITS SHALL CONTAIN A MINIMUM OF 
' 1#12 GND (UL STD #44) TYPE XHHW INSULATION, UNLESS 

OTHERWISE. CONDUCTORS SHALL BE COPPER. 

3 GROUND ALL METAL RACEWAYS, ENCLOSURES, BOXES, MOTORS, AND 
LIGHTING FIXTURES VIA GREEN GROUND CONDUCTOR. 

4 ALL OPENINGS MADE DUE TO REMOVAL OR INSTALLATION OF ELECTRICAL 
DEV I CE^ EQUIPMENT, OR RACEWAYS SHALL BE SEALED IN ™ * DOD ™ cn 
MANNER . 


5. ALL TELEPHONE AND 
AND MAY 


COMMUNICATION WIRING SHALL BE TEFLON 
HUNG CEILING OR BELOW RAISED FLOOR 

6. DEVICE PLATES SHALL BE BRUSH SATIN ANCOI ZED ALUMINUM COORDINATE 
\ DEVICE PLATES FOR TELEPHONE AND COMMUNICATION OUlLElS wnH mt 
"COMMUNICATIONS CONTRACTOR. 

7 THE CONTRACTOR SHALL REMOVE ALL CONDUIT, BOXES, DEVICES AND 
WIRING INCLUDING TELEPHONE AND COMMUNICATION WIRING, WHICH 
ARE NOT BEING REUSED. 

ft All FIOOR OUTLETS. UNDERCELL BOXES AND LIGHTING FIXTURES BEING 
,— : =r -'~_ U$ED SHALL be RETURNED TO THE ENGINEER . 


9. CORE DRILLING WILL BE PERMITTED ONLY BETWEEN THE HOURS OF 6 P 


f 1 ■ tJTf 


[0 Al I I IGHTING FIXTURES SHOWN TO BE REMOVED SHALL HAVE ALL 

ASSOCIATED CONDUIT, WIRING, AND JUNCTION BOXES REMOVED UNLESS 
SAID ITEMS ARE TO BE RE-USED. 


11 GROUND EVERY SECOND PEDESTAL IN EVERY OTHER ROW WITH A 
' CONTINUOUS #6 COPPER GROUND WIRE FROM BASE BUILDING STEEL 
ATTACH TO PEDESTALS WITH A 'TO' KOPRSHIELD COMPOUND 
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